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(FM8) SEMCON JLR OWNER GUIDE VER 1.00 EURO
LANGUAGE: english-en; MARQUE: jaguar; MODEL: XK

Technical specifications

153

WEIGHTS

Jaguar recommend that only approved
accessories are used. If in any doubt,
consult your Jaguar Dealer/ Approved
Repairer.

Note: The maximum permitted luggage
compartment load can be exceeded, provided
the requirements regarding the maximum
permissible axle weights and tyre pressures
are followed.
1 GVW (gross vehicle weight) = the maximum
permissible weight of the vehicle, including all
passengers and load.

V8 5.0 normally aspirated V8 5.0 supercharged and
XKRS vehicles

Coupe Convertible Coupe Convertible

Vehicle weight from 1595 kg
(3516 lb.)

1635 kg
(3605 lb.)

1665 kg
(3671 lb.)

1715 kg
(3781 lb.)

Front axle kerb weight 850 kg
(1874 lb.)

852 kg
(1879 lb.)

900 kg
(1984 lb.)

909 kg
(2004 lb.)

Rear axle kerb weight 745 kg
(1642 lb.)

783 kg
(1726 lb.)

765 kg
(1687 lb.)

806 kg
(1777 lb.)

Gross Vehicle Weight (GVW)1 2075 kg
(4575 lb.)

2120 kg
(4674 lb.)

2145 kg
(4729 lb.)

2185 kg
(4817 lb.)

Gross front axle weight 1040 kg
(2293 lb.)

1040 kg
(2293 lb.)

1090 kg
(2403 lb.)

1100 kg
(2425 lb.)

Gross rear axle weight 1090 kg
(2403 lb.)

1125 kg
(2480 lb.)

1095 kg
(2414 lb.)

1130 kg
(2491 lb.)

Maximum luggage compartment
load with passenger and driver

28 kg
(62 lb.)

28 kg
(62 lb.)

28 kg
(62 lb.)

28 kg
(62 lb.)
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