Technical specifications

WEIGHTS
Variant Vehicle weight | Gross Vehicle Maximum front Maximum rear
from Weight (GVW)? axle load? axle load?
Standard wheelbase
3.0L Diesel 1775 kg 2355 kg 1180 kg 1260 kg
3913 Ibs 5192 Ibs 2601 Ibs 2778 Ibs
2.0L Petrol 1660 kg 2250 kg 1030 kg 1270 kg
3660 Ibs 4960 Ibs 2271 Ibs 2800 Ibs
3.0L Petrol (SC) 1755 kg 2320 kg 1130 kg 1280 kg
3869 Ibs 5115 Ibs 2491 Ibs 2822 Ibs
3.0L Petrol (SC) 1853.5 kg™ 2390 kg* 0 kg* 0kg*
AWD 4086 Ibs 5269 Ibs 01lbs 01lbs
5.0L Petrol (NA) 1770 kg 2310 kg 1130 kg 1260 kg
3902 Ibs 5093 Ibs 2491 Ibs 2778 Ibs
5.0L Petrol (SC) 1870 kg 2370 kg 1165 kg 1270 kg
4123 Ibs 5225 Ibs 2568 Ibs 2800 Ibs
Long wheelbase
3.0L Diesel 1825 kg 2375 kg 1180 kg 1250 kg
4023 Ibs 5236 Ibs 2601 Ibs 2756 Ibs
2.0L Petrol 1705 kg 2265 kg 1080 kg 1260 kg
3759 Ibs 4993 Ibs 2381 Ibs 2778 Ibs
3.0L Petrol (SC) 1765 kg 2335 kg 1130 kg 1270 kg
3891 Ibs 5148 Ibs 2491 Ibs 2800 Ibs
3.0L Petrol (SC) 1860 kg* 2390 kg* 0 kg* 0kg*
AWD 4101 Ibs 5269 Ibs 01bs 01bs
5.0L Petrol (NA) 1795 kg 2335 kg 1130 kg 1270 kg
3957 Ibs 5148 Ibs 2491 Ibs 2800 Ibs
5.0L Petrol (SC) 1960 kg 2390 kg 1180 kg 1270 kg
4321 Ibs 5269 Ibs 2601 Ibs 2800 Ibs

Max. luggage compartment load (all vehicles): 35 kg (77 Ibs).

The maximum permitted luggage compartment load can be exceeded, provided the requirements
regarding the maximum permissible axle weights and tyre pressures are followed.

1 The maximum permissible weight of the vehicle including passengers and load. 2 The front and
rear axle maximum loads can not be reached simultaneously as this will exceed the GVW limit.

NA - Normally Aspirated, SC - Supercharged,
AWD - All Wheel Drive.




